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AESSEAL

EXPERIENCE THE EXCEPTIONAL



Component Seal Failure Information Sheet

PLEASE COMPLETE THIS FORM FOR ALL RETURNED COMPONENT SEALS  
IMPORTANT SAFETY INFORMATION

Without this safety information AESSEAL cannot risk its employee’s health or safety and will not be able to examine the seal.
	I confirm that this seal (please tick ONE ONLY as appropriate):
· Has not been in contact with any hazardous substance and is safe to handle, strip & examine.

· Has been fully decontaminated inside and out and is safe to handle, strip & examine.

· Needs decontaminating and AESSEAL hot alkali detergent wash procedure is suitable.

· Needs decontaminating and the following AESSEAL procedure is suitable (cost £150/$220):
> Hydrochloric acid bath > Sodium Hydroxide bath > Disinfectant > Parafinic degrease > Hot water alkali detergent wash (exact order).

· Needs decontaminating to the following procedure (please attach - cost TBD):

	Signature :


            

Date : 

Print Name:





Position:


CUSTOMER DETAILS and TYPE OF EXAMINATION REQUIRED
	SENT BY:  

End User / Distributor / OEM / Sales Engineer / Other
	CUSTOMER: 
	CUSTOMER REF: 

	REPORT TO: 
	EMAIL ADDRESS:

	AESSEAL SALES CONTACT:  
	URGENT 

	EXAMINATION TYPE:  

Warranty / Seal or System Recommendation
	SITE LOCATION / SITE REFERENCE NUMBER:


SEAL DETAILS

	SIZE: 
	TYPE:  
	FACES : 
	ELASTOMERS:  VITON

	METAL  :            
	SERIAL No.
	'Stock code:
	OTHER :


SEAL DUTY / APPLICATION DATA
	PRODUCT:  
	CONCENTRATION: 
	VISCOSITY:

	TEMPERATURE:  

Operational 
	PRESSURE

Delivery /Suction /Seal Chamber:  

	EQUIPMENT:

                               Mixer 
	ORIENTATION:     

Vertical 

	SPEED: 
	RAD RUNOUT:    
	END FLOAT:   /
	ALIGNMENT:   

	DUTY: 
	C.I.P. (CLEAN IN PLACE) DETAILS: 




SEAL BARRIER OR ENVIRONMENTAL CONTROL SYSTEM

FLUSH DETAILS

	API Plan No                                         Flowrate                                        Temperature                                   Pressure 

	Continuous                                           Filtered                                          Other Details


BARRIER FLUID SYSTEM DETAILS

	Pressurised / Unpressurised              Pot / Pumped / Flow to Drain System/Outline/quench               API Plan No                    

	BF Medium                                    BF Pressure                                                Pressure Source

	BF Temp                                        Vessel Type                                                Additional Cooling Details

	PIPEWORK TYPE: Plastic / Braided Hose / Hard Pipe / Bore                           

VESSEL LOCATION: i.e. pipe run/length

	How is BF circulated                                                                                                  BF Flowrate


SEAL FAILURE DETAILS
	How long did the seal last: 
	Have other seals worked on this duty (give details)?: 

	How long has seal run since

Leakage first observed:  
	Seal history: 

	Have any changes been

 made to system:  
	Seal failure mode:  

	Comments:


Add pictures where possible
	

	


Return seals with this form for the attention of Steve Cox or Tom Stevenson:
AESSEAL Derby

AESSEAL plc,  Derby, Wetherby Road, Osmaston Park Industrial Estate, Derby, UK, DE24 8HL.

Tel: 0044 1332366738
Only seals accompanied by this signed form will be examined.

Ref: CS returns JS
Rev: 01/2017

